
Nu-Recycling Technology, Inc.
10364 Book Road - Naperville, IL 60564

630-904-5237 - 800-NuReTec
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SPECIFICATIONS

GENERAL
Chamber Capacity 0.35 cu.yds.
Cycle Time 21 seconds
Displacement per hour 72 cu. yds
Ram Face Pressure (N) 36 psi
Ram Face Pressure (M) 50 psi
Packing Force (N) 22,600 lbs.
Packing Force (M) 31,100 lbs.
Ram Penetration 5 inches
Top Opening 42”L x 30”W
Chamber Opening 24”L x 30”W
Ram Height 21 inches
Overall Dimensions 47”L x 36”W x 68”H
Length w/container 114”
Weight w/power pack 1700 lbs.

STRUCTURAL
Main Frame & Hopper 1/4” plate
Floor & Ram 1/4”AR Alloy

HYDRAULIC
Power Unit Remote
Cylinders Dual 3”Bore, 2” Rod

egatS-1 ,MPG 5pmuP
Oil Tank 15 Gals
Normal Pressure 1600 psi
Relief Pressure 2200 psi
Rated Pressure 3000 psi

ELECTRICAL
MPR 0081 ,PH5rotoM

Motor Power 208/220/480 V
3 PH, 60Hz

Circuits 115 VAC, 24 VDC
Circuits Controls T100 Microprocessor
Monitors 80% and 100% Full
Enclosures Nema 12
Standard Features Photo-Eye w/Timer

Door Safety
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